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Existing maps of Hawaii are based on the Old Hawaiian Datum (OHD) rather than
the North American Datum of 1927. The following tables provide values for
anvertlng map data from the Old Hawauan Datum to the North Amencan Datum







OLD HAWAIIAN DATUM LATITUDE 18°45'00" OLD HAWAIIAN DATUM LATITUDE 19°5230" '
OHD NAD 83 Difference OHD NAD 83 Differsnce
Lomgitude "Latitude Longitad umeters) Longitude Latitude Lonllhdo tmeters)
Deg Min Sec Deg Min Sec Deg Min Sec Lat  Long Deg Min Sec Deg Min Sec Sec Lat Long
1564 00 00 19 44 49.08 1563 59 50.06 335.87 289.37 154 00 00 19 52 19.05 163 6§59 50.06 336.72 289.10
154 07 30 19 44 49.08 154 07 20.06 335.91 289.56 154 07 30 19 52 19.05 154 07 20.06 336.76 289.29
154 15 00 19 44 49.08 1564 14 50.05 335.95 289.74 154 15 00 19 52 1905 154 14 50.05 336.80 289.48
154 22 30 19 44 49.07 154 22 20.04 335.99 289.93 154 22 30 19 52 19.05 154 22 20.04 336.84 289.66
154 30 00 19 44 49.07 154 29 50.03 336.03 290.11 154 30 00 19 52 19.05 1564 29 50.04 336.88 289.85
164 37 30 19 44 49.07 154 37 20.03 336.07 290.29 154 37 30 19 52 19.04 154 37 20.05 337.16 289.36
154 45 00 19 44 49,07 154 44 50.03 336.20 290.15 154 45 00 19 52 19.03 154 44 50.05 337.20 289.54
154 52 30 19 44 49.06 154 52 20.04 336.39 289.98 154 52 30 19 52 19.03 154 52 20.04 337.30 289.62
155 00 00 19 44 4906 1564 59 50.04 336.48 290.09 155 00 00 19 52 19.03 154 59 50.04 337.31 289.79
1556 07 30 19 44 49.05 165 07 20.03 336.64 290.21 156 07 30 19 52 19.03 165 07 20.03 33747 290.02
1556 156 00 19 44 49.05 155 14 50.02 336.65 290.53 166 15 00 19 52 19.02 155 14 50.02 337.71 290.35
156 22 30 19 44 49.05 1556 22 20.01 336.76 290.77 166 22 30 19 52 19.02 165 22 2001 337.69 290.61
156 30 00 19 44 49.05 1556 29 50.00 336.69 291.17 156 30 00 19 52 19.02 156 29 50.01 337.76 290.70
1RK Qn an 1Q AA AQ NE 1ER a7___nn oo 20700 onn m ‘l! ;’i 32 10 ___EO 1.0 NH 1EL bt Led an NN 297 70 900 91 [

' 156 52 30 19 44 49.06 155 52 19.99 336.37 291.49 155 52 30 19 52 19.03 156 52 19.98 337.38 291.35

156 00 00 19 44 49.06 155 59 49.97 336.34 291.91 156 00 00 19 52 19.04 155 59 49.98 337.16 291.66
166 07 30 19 44 49.06 156 07 19.97 336.35 292.04 156 07 30 19 52 19.04 156 07 1997 337.16 291.82
1566 15 00 19 44 49.06 156 14 49.96 336.36 292.24 156 15 00 19 52 19.04 156 14 49.96 337.18 292.01
166 22 30 19 44 49.06 156 22 19.96 336.38 292.42 156 22 30 19 52 19.03 156 22 19.96 337.20 292.18
166 30 00 19 44 49.06 156 29 49.95 336.39 292.59 156 30 00 19 52 19.03 156 29 49.95 337.22 292.34
166 37 30 19 44 49.06 156 37 19.95 336.41 292.75 156 37 30 19 52 19.03 156 37 19.95 337.23 29251
156 45 00 19 44 49.06 156 44 49.94 336.42 29291 156 45 00 19 52 19.03 156 44 49.94 337.24 292.68
166 £2 30 19 44 49.06 156 52 19.93 336.43 293.08 156 52 30 19 52 19.03 156 52 19.93 337.26 29284

157 €0 00 19 44 49.06 156 59 49.93 336.48 293.13 167 00 00 19 52 19.03 156 59 49.93 337.30 292.89
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PUBLIC NOTICE

Released: March 14, 1988

FCC INTERIM PROCEDURE FOR THE
SPECIFICATION OF GEOGRAPHIC
COORDINATES

Latitude and longitude coordinates (coordinates) are be-
ing changed slightly for all points in the United States.
This is a result of the 1927 North American Datum
(NAD27), on which North American coordinates are
based, being replaced with the more accurate 1983 North
American Datum (NADS3). This activity is authorized by
the Office of Management and Budget and is being over-
seen by the Federal Geodetic Control Committee. Actuat
calculations are being performed by the National Geodetic
Survey (NGS).

The Commission will eventually coavert to use of
NADS83 to maintain accuracy in our records and to main-
tain consistency with other government agencies and for-
eign administrations. The conversion to NADS83 will affect
coordinates used to describe communication sites on 2u-

. thorizations, notifications, forms, rules, data bases, etc.

Current topographic maps such as the 7.5-minute quad-
rangie maps published by the Geological Survéy which are
often used by applicants to determine the coordinates of
their site, specify NAD27 in the lower left corner. At
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begin to issue maps based on NADS3. Initially, dual-sided
(NAD2T/NADB3) maps will be issued. Eveatually, only
NADS3 maps will be available. The satellite-based Global
Positioning System (GPS) is already programmed with
NADS8). Site coordinates determined by use of GPS re-
ceivers thereof already reflect NADS3.

{n order to prevent intermixing of data using two dif-
ferent datums the following procedures will be in effect
until further notice:

Applicants are instructed to furnish coordinates based
on NAD27 datum on all submissions. Failure to do so
could delay the processing of an applicatioa.

Applicants who have filed applications with coordinates
based on the NADSJ datum must provide NAD27 coordi-
nates to the appropriate Commission licensing bureau.

Until further notice, the Commission will continue to
specify NAD27 coordinates in its data bases. authoriza-
tions, notifications, forms, rules, etc.

The Commission will issue further guidance on the
conversion to NADS3 as more information becomes avail-
able. For further information, contact Don R. Precure at
(202) 653-8152.
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